
   
 

 

Welcome to Coddiwomple Cabin   

Bath Tub Guide 

 

DO NOT LIGHT THE FIRE UNLESS THE BATH 

IS FULL OF WATER ABOVE BOTH THE INLET 

VALVES, IT WILL DAMAGE THE BATH 

 

for best results 

Keep the lids on - Stir regularly to move hot water out of 

the log burner pipes - keep fire stoked  

 

1. The bath will have been prefilled by the cleaners to 

save you time. 

2. Check the bath is filled with water to the two inlet 

valves to the log burner.  

3. Pop the two wooden lids back onto the bath, closing 

all gaps.   

4. Build a fire in the log burner: 

a. Put say two rows of four firelighters onto the 

 grill. 

b.  Scrunch up about 10 - 15 pages of newspaper 

 and  pop on top of the firelighters, leaving part 

 of the firelighters exposed so you can light 

 them. 

c. Add some small kindling on top in a tipi 



   
 

 

 (pyramid) shape. 

d. Light the firelighters and close the door and 

 ensure the vents at the bottom are open.  

e. After a few minutes or so add a few small logs,

 again in a tipi shape.  

f.  Once the logs are well lit and burning well, add 

 logs at intervals so that there are 2 - 4 logs in the 

 burner at any one time. 

g. Stir the water in the bath at intervals, say every 

 10 minutes so the hot water comes back out of 

 the inlet valves into the bath. 

h. Depending on the time of year, the bath will be 

 hot enough to use within 1 – 3 hours.  Stir well, 

 keep covered and kick back and enjoy the 

 surroundings and log burner while you wait. 

i. When warm it doesn’t take much to get too 

 hot, so don’t put too many logs in and over 

 heat, you will then have to wait for it to cool 

 down!         

 

The water can be left in throughout your stay and once 

heated it will remain hot overnight so you will not need 

to do much to enjoy a morning bath, simply stoke the 

fire if needed.    

 

 

 


